
Fitting Instructions  –  5 ¾” JTX LED Lights 

The light is a direct replacement of conventional rectangular and round 
headlights lights.  

 

 

Breather Kit: 

If you are likely to take your car through deep water, then please consider buying our remote breather kit. If the lights 
were totally sealed, they will fog or condensate with temperature changes. They each have 4 breather pads on the 
back which prevent the fogging but are no match for when a keen 4wd’er takes his car swimming. Those guys need 
our remote breather kit which sells for $35 delivered – available on our website.  

The hi/low beam part of the light is managed by the larger 3 pin plug and that plugs straight into your old globe socket. 
If you have a Toyota, then you place our CANBUS Load Modules between the old globe socket and the new light. 

For lights with Halo:  

The Halo gets earth from the 3 pin H4 sockets. No additional wiring for earth but it does mean to test the Halo the 
headlight needs to be plugged in. Regular Halo rings need the following 2 wires to operate.... 

 Red is power for the primary halo (often white). If you want the halo to come on with the park lights, then 
hook into the power for the park lights. 

 Yellow is power for the secondary halo. If you have amber, then connect that to your indicator power for that 
side. When indicating it will turn the regular halo off and become amber and flash with the indicators. Then 
after 2 seconds of the indicators being off the regular halo will shine again for that light. If you have a coloured 
halo, e.g. red, you need to connect the wire to a switch on your dashboard to toggle the halo. 

The Rainbow Halo lights have their own additional instructions for how to connect the Bluetooth for the colour 
selections. 

For lights with no Halo:  

If you do not have halo you will not need the red and yellow wires at the plug – just ignore them. 
Contact:  

We assemble these lights in Melbourne. Feel free to call me on 0416611774 or message us on Facebook if you have 
any issues and need a hand.  

The clear lens has some ADR approvals 
which indicate the top of the light. You need 
the light rotated that way. 

@jtx.lighting 
Tag us in your 

insta posts! 


